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                                                SECTION 09 66 13.13  
                SAND CUSHION TERRAZZO FLOORING  
This guide specification has been prepared by the National Terrazzo and Mosaic Association, Inc., and is distributed for use by its members and design professionals. 
Specifier’s Note:  Revise this Section by deleting and inserting text to meet Project-specific requirements.

Specifier’s Note:  Sand cushion terrazzo flooring installations are a minimum of 2-1/2 inches thick (1/2 inch nominal terrazzo topping, 2 inch nominal underbed includes sand dusting on concrete substrate.) See Architectural Details.  This specification includes pre-cast terrazzo units.
Specifier’s Note:  Concrete subfloors to receive sand cushion terrazzo flooring shall not vary more than 1/4 inch from true plane in 10 foot span and shall receive a float finish.

PART 1 -  GENERAL

1.01 SUMMARY
A. Section includes:

1. Portland cement terrazzo, sand cushion installation, with divider and accessory strips.

Specifier’s Note:  Delete following if precast terrazzo units are not included.

2. Precast terrazzo units.
B. Related Requirements:
Specifier’s Note:  Delete nonapplicable items from the following list.

1. Provide metal lath and scratch coat for portland cement terrazzo treads at metal stair pans, Section <Insert Section No. Here>.
2. Attaching metal stairs including any welding and/or reinforcing, Section <Insert Section No. Here>.
3. Provide floor drains at portland cement terrazzo flooring, Section <Insert Section No. Here>.
4. Provide surface hardware at portland cement terrazzo flooring, Section <Insert Section No. Here>.
5. Setting metal base beads, Section <Insert Section No. Here>.
6. Concrete subfloor, Section <Insert Section No. Here>.
1.02 DEFINITIONS
A. NTMA:  National Terrazzo and Mosaic Association, Inc.

1.03 PREINSTALLATION MEETINGS
A. Preinstallation Conference:  The General Contractor shall conduct a conference at Project site before Terrazzo Contractor begins installation.

1. The General Contractor shall invite Terrazzo Contractor, the Architect, and representatives of the Owner.

2. Review methods and procedures related to terrazzo including, but not limited to, the following:

a. Inspect and discuss condition of substrate and other preparatory work performed by other trades.

b. Review and finalize construction schedule and verify availability of materials, Installer's personnel, equipment, and facilities needed to make progress and avoid delays.

c. Review terrazzo mixes and patterns.

d. Review custom terrazzo mixes, designs, and patterns.

e. Coordination with the Work of other Installers.

1.04 ACTION SUBMITTALS
A. Product Data:  Terrazzo Contractor shall submit Product Data for each type of product required for installation including:

Specifier’s Note:  Retain only those items which apply to Project in the following listing.

1. Strip materials.

2. Sealer.

3. Cement.

Specifier’s Note:  Shop Drawings may not be required for small areas or simple designs.  Delete following paragraph if Shop Drawings are not required.

B. Shop Drawings:  Terrazzo Contractor shall prepare and submit Shop Drawings that include plans, elevations, sections, component details, and attachments to other work.  Include terrazzo installation requirements.  Show layout of the following:

Specifier’s Note:  Retain only those items which apply to Project in the following listing.

1. Divider strips.

2. Expansion-joint materials.

3. Accessory strips.

4. Abrasive strips.

5. Stair treads, risers, and landings.

6. Terrazzo patterns.

7. <Insert requirements>.

Specifier’s Note:  Keep paragraph below for relatively small and simple projects where terrazzo colors and patterns have already been selected.  Delete paragraph if keeping “Samples for Initial Selection” or “Samples for Verification” paragraphs below.

C. Samples:  
1. Terrazzo Contractor shall prepare and submit a maximum of three samples, sizes [6 by 6 inches] [12 by 12 inches] for each color and type of terrazzo specified.

Specifier’s Note:  Delete following paragraph if precast terrazzo is not used.

2. Terrazzo Contractor shall submit three samples, sizes [6 by 6 inches] [12 by 12 inches] for each color and type of precast terrazzo specified.

Specifier’s Note:  Keep paragraph below for projects where terrazzo colors will be selected during construction from NTMA ”Color Palette Brochure.”  Delete paragraph where terrazzo colors have been selected and are indicated on the Drawings and Specifications.

D. Samples for Initial Selection:  Terrazzo Contractor shall submit NTMA “Color Palette Brochure” showing full range of colors and patterns available for each terrazzo type.

Specifier’s Note:  Keep paragraph below for larger and more complex project.  Delete paragraph where terrazzo colors have been selected and are indicated on the Drawings and Specifications.

E. Samples for Verification:  Terrazzo Contractor shall prepare and submit samples for each type, material, color and pattern of terrazzo and accessory required showing the full range of color, texture, and pattern variations expected.  

1. Terrazzo: [6 by 6 inch] [12 by 12 inch] Samples

2. Accessories:  6 inch long Samples of each type and kind of exposed strip item required.

Specifier’s Note:  Delete following paragraph if precast terrazzo is not used.

3. Precast Terrazzo Units:  Samples, sizes [6 by 6 inches] [12 by 12 inches] for each color and type of precast terrazzo specified.

1.05 INFORMATIONAL SUBMITTALS
A. Qualification Data:  Terrazzo Contractor shall submit two copies of qualification data for Installer.

1. Include list of projects indicating name and location of project, name of Owner, name and contact information for General Contractor, and name and contact information for Architect.

2. Include letter from NTMA with the name of the Project and name of member, stating current member status.
1.06 CLOSEOUT SUBMITTALS
A. Maintenance Literature:  Terrazzo Contractor shall submit two copies of NTMA maintenance recommendations.

1.07 QUALITY ASSURANCE
A. Acceptable Suppliers:  A firm experienced in manufacturing products in accordance with NTMA standards and with a record of successful in-service performance as well as sufficient production capacity to produce required materials.

B. Acceptable Terrazzo Contractor:  A Contractor Member of NTMA whose work has resulted in construction with a record of successful in-service performance.

1. Installer shall have completed terrazzo installations within the past 5 years of scale and complexity similar to the proposed installation.

C. Source Limitations for Aggregates:  Terrazzo Contractor shall obtain each color, grade, type, and variety of granular materials from sources capable of providing materials of consistent quality in appearance and physical properties.

Specifier’s Note:  Size of mockup should be dependent to number of colors and patterns.  Usually a mockup of 50 to 100 sq. ft. should be sufficient.  Detail mockup desired on Drawings.  Keep requirements for mockup for larger and more complex projects.  

D. Mockups:  Terrazzo Contractor shall construct mockup if required in bid or scope of work documents to verify selections made under Sample submittals and to demonstrate aesthetic effects and set quality standards for materials and execution.

Specifier’s Note:  Keep paragraph blow where a mockup has been shown on Drawings.  

1. Build mockup as indicated on Drawings.

2. Approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.

1.08 DELIVERY, STORAGE AND HANDLING
A. Materials shall be delivered to Project site in supplier's original wrappings and containers, labeled with source or manufacturer's name, material or product brand name, and lot number if any.

B. Materials shall be stored in their original, undamaged packages and containers.
1.09 PROJECT CONDITIONS
A. General Contractor shall provide sufficient water, temporary heat and light, and adequate electric power with suitable outlets connected and distributed for use within 100 feet of any working space. 

B. General Contractor shall provide temporary enclosures and other suitable methods to protect adjacent spaces from damage during installation.

1. Maintain ambient temperatures in the area to receive terrazzo at not less than 50 deg. F.

2. Maintain adequate ventilation in the area to receive terrazzo.

C. Terrazzo Contractor shall protect other adjacent work from water and dust generated by grinding operations. 

1.010 GUARANTEE
A. One year from date of completion of terrazzo installation.
PART 2 -  PRODUCTS

2.01 MATERIALS
Specifier’s Note:  Select white or gray cement. Both white and gray portland cement may not be uniform in color and may produce a variation of shade in the matrix.

A. Portland Cement: ASTM C 150, Type 1, [white][gray].

B. Water:  Potable.

C. Sand:  ASTM C 33/C33M, clean, washed, and locally available.

Specifier’s Note:  Retain "Recycled Content of Portland Cement Terrazzo Flooring" Subparagraph below to specify recycled content if applying for LEED Credit MR 4.  

D. Marble Chips:

Specifier’s Note:  Marble aggregates are usually No. 1 and No. 2 size for standard terrazzo installation and up to No. 1 through No. 5  for Venetian terrazzo.  Specify sizes in Terrazzo Mix Paragraph if required.
1. Size:  Conform with NTMA gradation standards  

2. Abrasion and Impact Resistance:  Not more than 40 percent loss when tested in accordance with ASTM C 131

3. Chips shall contain no deleterious or foreign matter

Specifier’s Note:  Portland cement terrazzo usually only includes marble chips. Other decorative materials (synthetic ships, metal, glass, porcelain, etc.) that do not comply with requirements specified above may be used after consulting with the Terrazzo Contractor for specific usage guidelines and recommendations.
E. Divider Strips:
Specifier’s Note:  Normal single divider strips, regardless of thickness, inserted in the Sand Cushion underbed up to four five on center for 3-1/2-inch thick terrazzo (including topping) and four feet on center for 3-inch thick terrazzo, provide ample control of the anticipated shrinkage that will take place when the terrazzo is installed in accordance to these specifications as each divider picks up a minute amount of the contraction. Construction joints in the structural slab have no bearing on the placement of divider strips in a Sand Cushion system due to the use of an isolation membrane. Expansion joint covers are the responsibility of others to design, furnish and properly install in the event that they are required.

1. Material:  [White alloy of zinc][Brass]

2. Strip Thickness:  16 gauge.
Specifier’s Note:  Delete following subparagraph if heavy top divider strips are not used

3. Heavy Top Strips:

a. Material:  [White alloy of zinc][Brass] with zinc galvanized leg. 

b. Thickness:  [1/8 inch][1/4 inch][3/8 inch]. 

4. Depth for Standard Topping:  1-1/4 inches.

Specifier’s Note:  Select paragraph above and delete following for standard 1/2 inch topping or delete above and retain following paragraph for 3/4 inch Venetian topping.

5. Depth for Venetian Terrazzo:  1-1/2 inches for Venetian Terrazzo

Specifier’s Note:  Delete following if abrasive strips are not included. 

F. Abrasive Strips:  [Three-line] [Two-line] [One-line] [Abrasive nosing strip and two-line] <Insert requirements> abrasive inserts at nosing.  Silicon carbide or aluminum oxide, or combination of both, in epoxy resin binder and set in channel

1. Width:  1/2 inch.

2. Depth:  As required by terrazzo thickness.

3. Length:  [4 inches less than stair width] [As indicated] <Insert dimension>.

4. Color:  [Black] [Darker than terrazzo, as selected by Architect] <Insert requirements>.

G. Colorants: Alkali-resistant color stable pigments. 

Specifier’s Note:  Note: Refer to NTMA Information Guide for further information.

H. Steel Reinforcing:  ASTM A 185, galvanized welded wire mesh, [4 by 4 by 14 ga.][2 by 2 by 16 ga.]
Specifier’s Note:  Retain the following only for poured-in-placed installations over steel stairs.

I. Steel Wire Lath:  ASTM A 185, galvanized welded wire mesh, 2 by 2 by 16 ga.
J. Isolation Membrane: ASTM D 2103 Type 13300, 4 mil. polyethylene sheeting or, 15 pound unperforated roofing felt complying with ASTM D 226.

Specifier’s Note:  Curing may not be necessary under very humid conditions.

K. Curing Materials: Water or polyethylene sheeting.

2.02 PRECAST TERRAZZO
A. General: Terrazzo Contractor shall provide precast terrazzo units as indicated on Drawings and as specified.

B. Precast Terrazzo Base:  Minimum 3/4-inch-thick, reinforced, portland cement terrazzo units cast in maximum lengths possible, but not less than 36 inches.  Comply with manufacturer's written recommendations for fabricating precast terrazzo base units in sizes and profiles indicated.

1. Type:  [As indicated] [Coved with minimum 3/4-inch radius] [Straight] [Splayed] <Insert requirements>.

Specifier’s Note:  Retain first option in “Top Edge” Subparagraph below if top edge is concealed.

2. Top Edge:  [Straight, unfinished] [Beveled with polished top surface] [Radius edge with polished top surface] <Insert requirements>.

3. Outside Corner Units:  With finished returned edges or mitered at outside corner.

4. Color, Pattern, and Finish:  [As selected by Architect from full range of industry colors] [Match Architect's sample] [Match adjacent poured-in-place terrazzo flooring border] [Match adjacent poured-in-place terrazzo flooring field] [As indicated]<Insert requirements>.

Specifier’s Note:  Retain “Precast Terrazzo Units” Paragraph below for precast terrazzo stair treads, risers, or landings.  Following assumes that precast units are fully supported.  Detail profile, anchorage, and other requirements on Drawings or insert below.  Copy and re-edit if more than one type is required; insert a unique designation for each type and indicate locations on Drawings.  Precast terrazzo star units are  recommended for installation over concrete, steel plate, or steel pan stairs.

C. Precast Terrazzo Stair Units:  Minimum [2-inch-] <Insert dimension> thick, reinforced, portland cement terrazzo stair units.  Comply with manufacturer’s written recommendations for fabricating precast terrazzo units in sizes and profiles indicated.  Reinforce units as required by unit sizes, profiles, and thicknesses and as recommended by manufacturer.  Finish exposed-to-view edges and reveals to match face finish.  Ease exposed edges to 1/8-inch radius.

1. Provide the following types of precast stair units:

a. Stair treads.

b. Stair risers.

c. Stair landings.

d. <Insert item>.

Specifier’s Note:  Coordinate “Color, Pattern, and Finish” Subparagraph below with any precast units in list above.  Re-edit if treads, risers, or landing units are different.

2. Color, Pattern, and Finish:  [As selected by Architect from full range of industry colors] [Match Architect's sample] [Match adjacent poured-in-place terrazzo flooring border] [Match adjacent poured-in-place terrazzo flooring field] [As indicated]<Insert requirements>.

Specifier’s Note:  Keep one of the following types of setting materials for installing precast terrazzo or keep both if setting material is Terrazzo Contractor’s option.

D. Setting Materials for Precast Terrazzo:

1. Latex-Portland Cement Mortar (Thin Set):  ANSI A118.4.

Specifier’s Note:  Epoxy is recommended for installation over steel substrates but can be used with other substrates.  Thin set mortar is not recommended for metal substrates,

2. Epoxy Adhesive:  Two component, compatible with terrazzo units and substrate.
2.03 MISCELLANEOUS ACCESSORIES
A. Sealer:  Terrazzo Contractor shall provide a non-ambering, clear sealer that is chemically neutral; does not impair terrazzo aesthetics or physical properties; is recommended by terrazzo matrix manufacturer.  Sealers shall comply with the following:
1. Comply with requirements of authorities having jurisdiction.
2. Comply with ASTM D 2047.
Specifier’s Note:  Retain only one option in the following paragraph.

3. Water Based Sealer Properties:  With pH factor between 7 and 10.

Specifier’s Note:  Retain only paragraph above to restrict sealers to those that are water based.  Retain paragraph below if solvent based sealers are permitted.

4. Solvent Based Sealer Properties:  Flashpoint at 80 deg. F according to ASTM D 56.
2.04 MIXES
A. Terrazzo Selection:  Terrazzo Contractor shall provide terrazzo mix(es) according to the following:
Specifier’s Note:  Note: Select type or types: Standard or Venetian.  Venetian terrazzo permits a larger aggregate size and requires a thicker (3/4 inch) topping,
1. Type:
[Standard][Venetian]<Insert Requirement>.
Specifier’s Note:  Usually keep only one of the following subparagraphs for specifying terrazzo mix color.

Specifier’s Note:  Retain following if specifying a color from a NTMA Plate No.

2. NTMA Plate No. <Insert standard color terrazzo or Venetian terrazzo color plate no.>
Specifier’s Note:  Retain following if color will be chosen from a NTMA Plate No. after contract is awarded.

3. Mix Color:   [As selected by Architect from NTMA standard-terrazzo color plates] [As selected by Architect from NTMA Venetian-terrazzo color plates] <Insert NTMA color plate designation>

Specifier’s Note:  Retain following if  a custom color has been chosen and a mix will be specified.  Modify as required for desired mix.  Percentages must add up to 100 percent.  Copy if additional mix requirement are needed.  Do not keep the following if choosing from NTMA’s standard terrazzo plates.
4. Custom Mix Color and Pattern:  
a. Color No. 1:

1) Cement Color:  [White][Gray]

2) Chips:  [No. 1][No. 2] <insert grade of chip> <insert percentage> percent

3) Chips:  [No. 1][No. 2] <insert grade of chip> <insert percentage> percent

4) Chips:  [No. 1][No. 2] <insert grade of chip> <insert percentage> percent

b. Color No. 2:

1) Cement Color:  [White][Gray]

2) Chips:  [No. 1][No. 2] <insert grade of chip> <insert percentage> percent

3) Chips:  [No. 1][No. 2] <insert grade of chip> <insert percentage> percent

4) Chips:  [No. 1][No. 2] <insert grade of chip> <insert percentage> percent

c. Color for Base:

1) Cement Color:  [White][Gray].

2) Chips:  [No. 1] <insert grade of chip> <insert percentage> percent

3) Chips:  [No. 1]  <insert grade of chip> <insert percentage> percent

4) Chips:  [No. 1]  <insert grade of chip> <insert percentage> percent

Specifier’s Note:  Retain following if  a custom color has been chosen and matching an approved sample will be required or if terrazzo is required to match an existing installation.

5. Custom Mix Color and Pattern:  [Match Architect's sample] [Match existing].

B. Proportions:  Terrazzo Contractor shall proportion materials for underbed and topping mixes as follows:
1. Underbed:  One part portland cement to four parts sand and sufficient water to provide workability at as low a slump as possible.

Specifier’s Note:  Retain the following only for poured in placement over steel stairs.

2. Scratch Coat:  One part portland cement to three to four parts sand and sufficient water to provide workability at as low a slump as possible.

3. Terrazzo Topping:  One 94-lb. bag of portland cement per 150 lb. of marble chips[, color pigment,] and sufficient potable water to produce a workable mix.

C. Mixing:  Terrazzo Contractor shall mix underbed and topping as follows:
1. Underbed:

a. Charge and mix sand and portland cement.

b. Add water and mix.

2. Terrazzo Topping:

a. Charge and mix marble chips, portland cement and color pigment if required.

b. Add water and mix to a uniform workable consistency.

PART 3 -  EXECUTION

3.01 EXAMINATION
A. General Contractor and Architect shall examine substrates and areas, with Terrazzo Contractor present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.

B. Terrazzo Contractor shall proceed with installation only after unsatisfactory conditions, including levelness tolerances, have been corrected.

3.02 PREPARATION
Specifier’s Note:  Retain option in following paragraph below if required.

A. General Contractor shall broom clean area to receive terrazzo to remove loose chips and all foreign matter.

3.03 POURED-IN-PLACE TERRAZZO INSTALLATION
A. Underbed:  Terrazzo Contractor shall place underbed as follows:
1. Cover entire surface to receive terrazzo with dusting of sand.

2. Install isolation membrane overlapping ends and edges a minimum of 3 inches.

3. Install welded wire reinforcement and overlap wire at edges and ends at least 2 squares.

4. Place underbed mix.

Specifier’s Note:  Select 1/2 inch for standard topping or 3/4 inch for Venetian topping in following subparagraph.

5. Screed underbed to elevation of [1/2 inch] [3/4 inch] below finished floor elevation or slope and firmly compact.

6. Install divider strips as shown on drawings in semi-plastic underbed and trowel firmly along edges.

B. Strip Materials:  Terrazzo Contractor shall install strip materials as follows:
1. Divider and Control-Joint Strips:

a. Locate divider strips in locations indicated.

b. Install control-joint strips back to back in locations indicated.

c. Install strips in adhesive setting bed without voids below strips, or mechanically anchor strips as required to attach strips to substrate, as recommended by strip manufacturer.

Specifier’s Note:  Retain "Accessory Strips" Subparagraph below for accessory strips.

2. Accessory Strips:  Install as required to provide a complete installation.

Specifier’s Note:  Retain "Abrasive Strips" Subparagraph below for abrasive strips.  Option is based on NTMA recommendations for precast terrazzo stair treads.

3. Abrasive Strips:  Install with surface of abrasive strip positioned 1/16 inch higher than terrazzo surface.

C. Terrazzo Topping:  Terrazzo Contractor shall place the terrazzo topping as follows:

1. Saturate underbed with water to produce a cement slurry.

2. Place terrazzo mixture in panels formed by divider strips and trowel mixture to top of strips.

3. Seeding of additional marble chips is optional.

4. Roll and compact surface until all excess cement and water has been extracted.

5. Trowel to a dense uniform flat surface disclosing lines of divider strips.

Specifier’s Note:  Retain "Abrasive Strips" Subparagraph below for abrasive strips.  Option is based on NTMA recommendations for precast terrazzo stair treads.

6. Abrasive Strips:  Install with surface of abrasive strip positioned 1/16 inch higher than terrazzo surface.

Specifier’s Note:  Curing may not be necessary under very humid conditions.

D. Curing: Terrazzo Contractor shall cure the terrazzo topping as follows:
1. After completing placement of terrazzo and composition has sufficiently set, cover with water or polyethylene sheeting.

2. Cure until topping develops sufficient strength to prevent lifting or pulling of terrazzo chips during grinding.

Specifier’s Note:  Delete the following paragraph and associated subparagraphs if poured in place terrazzo base is not used.

Specifier’s Note:  Exact match between base and floor is usually not possible.

E. Poured in Place Terrazzo Base:  Terrazzo Contractor shall provide mix color for terrazzo base to match [approved sample] [approved mockup].

1. Terrazzo Contractor shall place and finish terrazzo base at the same time the terrazzo floor is being installed.  

Specifier’s Note:  Delete the following paragraph and associated subparagraph if terrazzo stairs are not used.  Poured in place terrazzo is recommended for installation over concrete stairs or steel pan stairs.

F. Poured in Place Terrazzo Stairs:  Terrazzo Contractor shall provide mix color for treads and risers to match [main terrazzo field] [terrazzo border] [as indicated on Drawings].

1. Place and finish terrazzo stair treads and risers at the same time the terrazzo floor is being installed.  

Specifier’s Note:  Retain the following only for poured-in-placed installations over steel stairs.

2. Apply two sheet of steel wire lath to steel treads and risers.  Offset each sheet so that wires are 2 inches o. c.  Screw attach to steel substrates.
G. Finishing:  Terrazzo Contractor shall finish the terrazzo topping as follows:
1. Rough Grinding:  Grind with 24 or finer grit stones or with comparable diamond plates.

2. Grouting:

a. Cleanse floor with clean water and rinse.

b. Remove excess rinse water and machine or hand apply grout, taking care to fill voids.

Specifier’s Note:  Curing may not be necessary under very humid conditions.

3. Cure Grout:

a. After grouting, cover with polyethylene sheeting.

b. Cure until grout is ready for grinding.

Specifier’s Note:  Grout may be left on terrazzo until all heavy and messy work on project is completed.

4. Fine Grinding/Polishing:  Grind with 120 grit or with comparable diamond abrasives until all grout is removed from surface.

Specifier’s Note:  Upon completion, terrazzo generally matches approved samples and mockups.

Specifier’s Note:  Grinding and polishing with finer grit abrasives may be performed after terrazzo installation has been accepted.  Consult with terrazzo Installer for options.

H. Terrazzo Cleaning:  Terrazzo Contractor shall clean finished terrazzo as follows:
1. Remove grinding residue from terrazzo surface.

2. Wash terrazzo surfaces immediately after final grinding of terrazzo flooring with water and allow surfaces to dry thoroughly.

I. Sealing:  Terrazzo Contractor shall seal terrazzo according to sealer manufacturer’s written instructions.

Specifier’s Note:  Delete the following article if precast terrazzo units are not used.

3.04 PRECAST TERRAZZO INSTALLATION
A. Terrazzo Contractor shall install precast terrazzo units as follows:

Specifier’s Note:  Delete the following subparagraph if precast terrazzo base is not used.  ANSI 108.05 is the standard specification for setting tile with latex-portland cement thinset mortar; ANSI 108.06 is the standard specification for setting tile with water-cleanable tile-setting epoxy.

1. Precast Terrazzo Base:  Use [latex-portland cement mortar] [or] [epoxy adhesive] to install precast terrazzo base over substrates indicated according to [ANSI 108.5] [or] [ANSI 108.6].

Specifier’s Note:  Keep following subparagraph if precast stair units are set on concrete stairs and landings or concrete filled treads and landings.  ANSI 108.05 is the standard specification for setting tile with latex-portland cement thinset mortar; ANSI 108.06 is the standard specification for setting tile with water-cleanable tile-setting epoxy.

2. Precast Terrazzo Stair Units:  Use [latex-portland cement mortar] [or] [epoxy] to install [treads,] [risers,] [and] [landings] over concrete substrates according to [ANSI 108.5] [or] [ANSI 108.6].

Specifier’s Note:  Keep following subparagraph if precast stair units are set on steel risers or steel plate stairs and landings.

3. Precast Terrazzo Stair Units:  Use epoxy adhesive to install [treads,] [risers,] [and] [landings] over steel substrates according to ANSI 108.6.

3.05 REPAIR
A. Terrazzo Contractor shall repair terrazzo areas that evidence lack of bond between topping and underbed according to NTMA’s written recommendations.

3.06 PROTECTION
A. After application of the sealer, the Work shall be ready for final inspection and acceptance by the Owner or his agent.

B. The General Contractor shall protect the finished floor after the Terrazzo Contractor has completed final grinding and applied sealer to terrazzo surfaces.

END OF SECTION
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